of LOS ALTOS HILLS

4"X4"x6' REDWOOD POST
PAINTED WHITE, SET 2’

INTO GROUND, AND MARKED
*S” BY ROUTING OR BURNING

BASE TO BE

POURED AGAINST
UND | STURBED o
NAT{VE MATERIAL e
OR PRECAST BASE, -
(F APPROVED BY —  slrorramis
CITY ENGINEER.

NOTES:
1.
2.

WHEN FOUR (4) LINES COME

A

SEE STANDARD DETAIL #19 FOR MANHOLE
COVER AND FRAME.

CLASS A PCC RING (12" DEEP, 12" WIDE)

FINISH GRADE

AC (VARIES) ) SEE
TOWN,/COUNTY
e CL Il AB (VARIES)) REQUIREMENTS

ADJUSTING RINGS AS REQUIRED 127
MAX.

GROUT ALL JOINTS PRICR TO

T
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SETTING RINGS, BAND ALL JOINTS
AFTER SETTING RINGS. USE OF
PREFORMED H1GH-ADHESION
GASKETING MATERIAL, (RAM—NEK OR
EQUAL), WITH PRIMER MAY BE
SUBSTITUTED FOR GROUTING &
QUTSIDE BANDING. -
PIPE TO BE SAME SIZE
AS EXIST MAIN. PVC
SDR 26 OR APPROVED
EQUAL .

STAINLESS STEEL BANDED
COUPL ING REQUIRED WHEN
CONNECTING TO EXISTING
PIPE.

SECTION

TERMINATE ALL PIPES PLUSH WITH INSIDE WALL OF MANHOLE .

CHANNELS TO BE FORMED TO APPROXIMATE WiOTH,
THICKNESS OF GROUT TO BE APPROXIMATELY ONE
MANHOLE, 2% MINIMUM SLOPE.

ARE TO BE STAGGERED AND

_ALL CONCRETE TO BE SIX (B) SACK.

S1ZE AND SHAPE, OF PIPE AND FINISHED WiTH GROUT.
HALF INCH (1/2"). CONTINUE SLOPE OF PIPE THROUGH

INTO A MANHOLE, THE TWO LINES WHICH EMPTY INTO THE MAIN CHANNEL
NOT SET SO THEY WILL EMPTY IN AT THE SAME POINT.

PRECAST

MANHOLE

STANDARD DETAIL
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